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1064nm infrared laser—20w

The product description

1064 series infrared solid-state laser, compact structure, smart design, good
beam quality (M2<1.2), stable power.Can be widely used in metal (stainless
steel, aluminum alloy, iron) marking;Can also be used in PCB traceability
process marking;Especially suitable for the keyboard multilayer paint
stripping process.

Characteristics of laser

1. Laser wavelength 1064nm, repetition rate coverage range (single pulse to
200kHz) ; The power range is 10W / 20W

2. Superior beam quality (M?<1.2), strictly guaranteed in all frequency
ranges;Pulse width <{15ns@40k, the heat affected area is very small during
processing

3. Unique Q—switch control technology, suitable for various laser application
control needs;The laser has longer life and more stable operation.

4. Full digital intelligent power control technology, simple operation,
convenient monitoring.

5. Support communication with computer, can be external control laser through
RS232:Integrated design, convenient equipment integration.

Technical indicators

Model No. GT-R1064-20W
Laser wavelength,nm 1064 nstructions
Average Output Power W =20 @40kHz
Pulse Width,ns <15 @40kHz
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Pulse Repetition Rate kHz 20-200
Spatial Mode TEMoo
(M2) <1.2
Beam Diameter,mm 0.6:0.2 Measured at window
Beam Full Divergence Angle,mrad <2.0
Beam Circularity,% =90
Pulse-to-Pulse Stability,% <2 RMS/@40kHz
Average Power Stability,% <5 RMS/8hr
Beam-Pointing Drift,prad/"C <30
Polarization Ratio =100:1
Polarization Orientation Vertical
10 to 30°C
Operating Temp. & RH
<80%
-20 to 65°C
Storage Temp. & RH
<90%
100-240 VAC
Electricity Requirement Single phase
50/60Hz
Power Consumption <500W
Structure size
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Full-digital display, supporting communication with computer, capable of laser’ s remote control

RFH LaserDriver Monitor

Operating Parameters
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