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532nm Green Laser-15W

Feature:

Collimated straight beam
Easy use & maintenance free

Longlife operation

High efficiency
High reliability
Specifications:
Model: GT-MS532-10-15W
Wavelength 532nm
Spatial Mode near TEMO0O
Output Power 10W, 15W
Operation Mode CW or Modulation
Modulation Analogue or TTL upto 30KHz
Polarization Linear
Beam Spot Shape Circular, aspect ratio<1.1:1
Pointing Stability <0.05 mrad
Beam Diameter(1/e?) 3 mm
Beam Divergence 2 mrad
Beam Height from Base 45mm
Power Stability(rms, over 4 hours) <10%
Temperature Stabilizing TEC
Warm Up Time <5 minutes
Beam Quality (M?) <3
Optimum Operating Temperature 20~30°%
Storage Temperature 10~50°C
MTTF 10,000 hrs
Power Supply 146(L)x238(W)x94(H)mm?
Wavelength (nm) 532+1
Operating mode cw
Output power (W) >5,5.5,6,...,20
Power stability (rms, over 4 hours) <1%, <2%, <3%, <%
Transverse mode Near TEMw
M? factor 36 (SW~13W)
Beam divergence, full angle (mrad) <20
Beam diameter at the aperture (1/¢’, mm) ~4.0
Warm-up time (minutes) <10
Polanization ratio >50:1(<100:1 optional)
Beam height from base plate (mm) 93.5
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