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589nm yellow laser-50

» Sodium wavelength
» Star guidance line

» Exciting biology fluorescence

Specifications
Model No. GT-589-50
Wavelength 589+/-0.5 nm
Spatial Mode TEMO0
Output Power 1.5, 40mW,50mW
Operation Mode CW or Modulation
Modulation Analog or TTL modulation 0~30Khz
Linewidth <1 nm
Polarization >100:1
Beam Spot Shape Circular, aspect ratio<1.1:1
Pointing Stability <0.05 mrad
Beam Diameter(1/e?) <2.5mm
Beam Divergence <1.5 mrad
Beam Height 25mm
Power Stability* <45% per 2 hrs
Temperature Stabilizing TEC
Warm Up Time <5 minutes
Beam Quality (M?) <2
Optimum Operating Temperature 20~30°
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Storage Temperature 10~50°C
MTTF** 10,000 hrs
. . 100(L)x40(W)x50(H)mm?*(fan adds
Dimensions .
height)
A. OEM type
100(L)x70(W)x5 5(H)mm?
IAC/DC PSU: 85~265V 50/60Hz input
B. Lab type
Power Supply
104(W)x128(D)x89(H)mm?
85~265V 50/60Hz input
C. Adjustable Lab type
179(W)x148(D)x56(H)mm?
Modulation 0~30khz Analog or TTL

A. OEM type power supply
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