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Ka Band Transceiver 2/4W

Technical characteristics:
High Linearity:

Integrated OMT and TRx;
High frequency stability;

Low phase noise.
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Transmitter Main Parameter Index (50QTest System, V=24V, Temperature

Range: -40'C~60C)

Parameter Typical Value
Model HX-KaTXVR-2 HX-KaTXVR-4
RF Band 29.25GHz~30GHz
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IF Band 1.55GHz-2.3GHz
Output Power 33dBm min. 36dBm min.
Gain 55dB typ., 52dB min 57dB typ., 54dB min
IMD3 -26dBc ((@linear power point)
Gain Flatness +1dB@36MHz, +2dB@P-P

Receiver Main Parameter Index (50Q Test System, V=24V, Temperature Range:

-40°C~60C)
Parameter Typical Value
RF Band 18.92GHz~20.2GHz
IF Band 920MHz-2200MHz
Noise Figure 1.8dB typ.
Receiver Gain Range 56+4 dBc 57+5dBc
Gain Flatness 5dB typical 7 dB typical

Main Parameter Index (50Q Test System, V=24V, Temperature Range: -40°C~60°C)

Parameter Typical Value
=-65 dBc/Hz@ 100 Hz
Phase Noise =75 dBe/Hz@ 1
=-85 dBc/Hz@ 10kHz
=-95 dBe/Hz@ 100 kHz
IF Interface F(F)-75
RF Interface 11.3mm WG, non-grooved
Input VS.WR 2:1 typ.
Output VS.WR 2:1 typ.

Power Supply and Consumption

15~50VDC, 28W@33dBm

15~50VDC, 37W(@36dBm

Dimensions

199.2mm>119mmx57mm

Weighty

1.8kg
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